
 

  

¦ǎƛƴƎ ŀ рκонέ ƘŜȄ 

key wrench, remove 

the three pre-

installed pan-head 

screws from the 

back flange.  
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Assembly Instructions 
for models  

1070 and 1074 

Tools Needed: 
- мнέ /ǊŜǎŎŜƴǘ ǿǊŜƴŎƘ 
- тκуέ ǿǊŜƴŎƘ 
- Small straight screwdriver 
- Pipe thread sealant  
- рκмсέ hex key wrench 
- оκмсέ hex key wrench 
- мκуέ hex key wrench 
- рκонέ hex key wrench 
 

Place the brake  
mechanism onto the 
first flange.  The 
shape of the brake 
matches the 
άǇƻŎƪŜǘέ ƛƴ ǘƘŜ 
flange.  There is only 
one correct way to 
align it.   
 

2 

Align the front flange with the 
ōǊŀƪŜ ŀǎǎŜƳōƭȅ ŀƴŘ ǳǎƛƴƎ ŀ рκонέ 
hex key wrench, attach the two 
flanges together with the three  
pan-head screws. 

3 
¦ǎƛƴƎ ŀ рκонέ ƘŜȄ ƪŜȅ ǿǊŜƴŎƘΣ 
remove the  pre-installed pan-head 
screw from the crank handle.   
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Loosen 

Tighten 

Loosen 

15 
¦ǎƛƴƎ ŀ мнέ ŎǊŜǎŎŜƴǘ 
wrench, tighten the 
brass nut against    
                   the flange.  

Tighten 
snug but 
DO NOT 
over-
tighten.  
 

16 Using a small 
straight 
screwdriver, 
remove the small 
plug from the 
center of the drum.  

17 LƴǎŜǊǘ ŀ мκуέ ƘŜȄ ƪŜȅ ǿǊŜƴŎƘ ƛƴǘƻ ǘƘŜ ƘƻƭŜ ŀƴŘ down into 
the brake mechanism. Turn clockwise until it engages 
(starts to tighten).  From that point, the more you 
tighten, the more drag the brake will apply when the 
hose is pulled out. Tighten until you get the desired 
amount of drag.  The brake is one directional.  It 
automatically releases when the hose is reeled back in.   
 

Tighten 

Loosen 

Tighten 

18 Replace the small plug into the 
hole in the center of the drum.   

Tighten 
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¦ǎƛƴƎ ŀ тκуέ ǿǊŜƴŎƘΣ ŦƛǊƳƭȅ 

tighten the swivel into the 

bottom of the axle 

8 

5 
¦ǎƛƴƎ ŀ рκонέ ƘŜȄ 
key wrench, attach 
the crank handle to  
      the front flange   
         with the pan- 
            head screw.  

Tighten 

Insert the bottom of 
the main tube into 
the support arm 
pivot assembly.  

6 

Tighten 
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Apply pipe thread sealant to one of 

the swivels and thread it into the 

bottom of the main tube axle.  

¦ǎƛƴƎ ŀ мнέ ŎǊŜǎŎŜƴǘ ǿǊŜƴŎƘΣ 
tighten the brass nut against 
the bottom of the pivot tube 
assembly.  
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Tighten snug but DO NOT 
over-tighten.  
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¦ǎƛƴƎ ŀ рκмсέ ƘŜȄ ƪŜȅ ǿǊŜƴŎƘΣ 
ǊŜƳƻǾŜ ǘƘŜ оκуέ ǎƻŎƪŜǘ-head hex 
cap screw from the hose guide 
handle.  Feed it through the hose 
guide arm and back into hose 
guide handle.  Tighten firmly.  Tighten 

Tighten 
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Slide the hose guide 
assembly onto the axle.   

12 

¦ǎƛƴƎ ǘƘŜ оκмсέ 
hex key wrench  
tighten down the 
hose guide collar 
screw.   

Objective #1 
You want to tighten it 
enough to eliminate any 
wobble in the hose guide.    

Objective #2 
DO NOT OVERTIGHTEN. 
You want it loose enough 
for the hose guide to still  
flip over the top of the reel.  

Tighten 

13 
Slide the drum 
assembly onto 
the axle.  
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               Apply pipe thread sealant 

to the swivel and then tighten it 

ƛƴǘƻ ǘƘŜ ŀȄƭŜ ǳǎƛƴƎ ŀ тκуέ ǿǊŜƴŎƘΦ 

Tighten 


